MANAGE YOUR
CLEANROOM RISKS WITH

ULTRACLEAN NITRILE GLOVES
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ULTRACLEAN
Cleanroom
Nitrile Gloves

Because you're
responsible for
managing risks in
your cleanroom
operation,
choosing the right
cleanroom glove
is critical.
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Your gloves have a big job to do, protecting your
workers as well as your product and your process.
Plus you need a reliable supply to avoid operations
disruption. That’'s why we created ULTRACLEAN
Cleanroom Nitrile Gloves.

ULTRACLEAN Cleanroom Nitrile Gloves ideal for
applications that involve handling delicate equipment
in microelectronics, semiconductors, optics,
pharmaceutical and medical device manufacturing
applications. In fact, they are specifically designed to
meet the stringent requirements of cleanroom
environments.

ULTRACLEAN Cleanroom Nitrile Gloves are designed to

exact standards, to help you:

- manage the risks associated with user comfort and
protection

- manage product contamination




ULTRACLEAN CLEAN

Cleanroom Nitrile Gloves

Products

UULTRA

THE RISK: USER COMFORT AND PROTECTION

The accelerator-free! formulation of ULTRACLEAN
Nitrile Gloves is the solution. It reduces the risk of
allergies and skin irritation associated with
accelerator chemicals in other nitrile gloves.

As a result, ULTRACLEAN Gloves are comfortable
to wear, allowing workers to focus on their delicate
tasks rather than their gloves.

ULTRACLEAN cleanroom Niltrile Gloves are
designed to protect workers with effective barrier
protection against chemical splash,
micro-organisms and viruses.

-~ Our gloves are PPE Category Il certified according
to the following standards:
Class 100 (ISO 5), Class 1000 (ISO 6)

THE RISK: PRODUCT CONTAMINATION

The solution is the consistent quality of ULTRACLEAN Cleanroom Gloves, ensuring
low particle and endotoxin levels. ULTRACLEAN Gloves are manufactured and
packaged at our ISO 5 facility in state-of-the-art cleanrooms and are
recommended for ISO Class 5 or higher and Grade A/B/C/D cleanrooms.

Our gloves are clean processed (washed
repeatedly in deionized water) to ensure
consistent control of low partficles,
extractables and endotoxin levels.

* Low Particle Levels

e Low lonic Content

* AQL of 1.5 for pinholes

« Static dissipative in use?

* Double bagged plus case liner

You can rely on consistent quality,
with Certificates of Analysis (CoA),
easily accessible for every production lof.




UULTRA ULTRACLEAN
DCLEAN ZATS Cleanroom Nitrile Gloves

Quality

meawer 12" Class 100 SMOOTH
ULTRACLEAN CLEANROOM GLOVE PORTFOLIO

ULTRACLEAN offers an accelerator-free' portfolio of three non-sterile and two sterile
cleanroom gloves to address the needs of pharmaceutical, medical device,
microelectronics and semi-conductor manufacturing industries.

NON-STERILE
ULTRACLEAN WHITE NITRILE GLOVES

ULTRACLEAN Zats White Nitrile Cleanroom Gloves are non-sterile, ambidexirous,
12 inches long with smooth grip surface and feature na beaded cuff to aid in
donning and help prevent roll down.

Physical Properties For use in

AQL .5 ISO Class 5 or higher
Non-Sterile

Ambidextrous

Smooth Grip

Textured Fingertips

Zinc, Sulphur + Accelerator & TIO2 free
Static Dissipative in Use?

Latex-Free

Powder-Free

Silicone-Free

Tensile Strength?® Min 14 MPa (Target)
Ultimate Elongation® 500%

Shelf Life 3 Years

EN 420/ ASTM D3767

Minimum Single Walll Palm Tickness (mm/ mil)  0.08/ 3.1
Minimum Single Walll Finger Tickness (mm/ mil) 0.14/ 5.5
Minimum Single Wall Cuff Tickness (mm/ mil) ~ 0.06/ 2.3 mil

Cleanliness Properties

Max Particle Count [EST RP-CC005.4
>0.5um / cm? <900

lonic Content I[EST RP-CC005.4
(Extractable ions) Max Level (mg/Q)
Calcium 0.1

Chloride 0.1

Magnesium 0.01

Nitrate 0.2

Potassium 0.05

Sodium 0.075

Sulphate 0.01

Ammonium 0.01

—_

SMOOTH GRIP
TEXTURED FINGERTIPS
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UUI.TRA ULTRACLEAN
CLEAN 7AS Cleanroom Nitrile Gloves

Quality

Froveis ?"/12" Class 100 SMOOTH

NON-STERILE
ULTRACLEAN WHITE NITRILE GLOVES

ULTRACLEAN Zas White Nitrile Cleanroom Gloves are non-sterile, ambidextrous,
9 and 12 inches long with smooth grip surface and feature a beaded cuff to aid in
donning and help prevent roll down.

Physical Properties For use in

AQL ISO Class 5 or higher
Non-Sterile

Ambidextrous

Smooth Grip

Textured Fingertips

Zinc, Sulphur + Accelerator Free
Static Dissipative in Use?
Latex-Free

Powder-Free

Silicone-Free

Tensile Strength® Min 14 MPa (Target)
Ultimate Elongation® 500%

Shelf Life 3 Years

9" EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.081/ 3.1 mil
Minimum Single Wall Finger Tickness (mm/ mil) 0.12/ 4.7 mil
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06

12” EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.08/ 3.1
Minimum Single Wall Finger Tickness (mm/ mil) 0.14/ 5.5
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06/ 2.3 mil

(@]

SMOOTH GRIP
TEXTURED FINGERTIPS
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Cleanliness Properties

Max Particle Count [EST RP-CC005.4
>0.5um / cm? <900

lonic Content IEST RP-CC005.4
(Extractable ions) Max Level (mg/g)

Calcium 0.1
Chloride 0.1
Magnesium 0.01
Nitrate 0.2
Potassium 0.05
Sodium 0.075
Sulphate 0.01

Ammonium 0.01




ULTRACLEAN
ZAS Cleanroom Nitrile Glove
9"/12" Class 1000 SMOOTH

CLEAN

Quality
Cleanroom
Products

NON-STERILE
ULTRACLEAN WHITE NITRILE GLOVES

UULTRA

ULTRACLEAN Zas White Nitrile Cleanroom Gloves are non-sterile, ambidextrous,
9 and 12 inches long with smooth grip surface and feature a beaded cuff to aid in

donning and help prevent roll down.

Physical Properties

AQL

Non-Sterile
Ambidextrous

Smooth Grip

Textured Fingertips

Zinc, Sulphur + Accelerator Free
Static Dissipative in Use?
Latex-Free
Powder-Free
Silicone-Free

Tensile Strength®
Ultimate Elongation®
Shelf Life

9" EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.081/ 3.1 mil
Minimum Single Wall Finger Tickness (mm/ mil) 0.12/ 4.7 mil
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06

12” EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.08/ 3.1
Minimum Single Wall Finger Tickness (mm/ mil) 0.14/ 5.5

o

DN NN N N AN N

Min 14 MPa (Target)
500%
3 Years

Minimum Single Wall Cuff Tickness (mm/ mil)  0.06/ 2.3 mil

Cleanliness Properties

Max Particle Count |EST RP-CCO005.4

>0.5um / cm? <2500

|[EST RP-CC005.4
Max Level (mg/g)

0.1
0.1
0.01
0.2
0.05
0.075
0.01
0.01

lonic Content
(Extractable ions)

Calcium
Chloride
Magnesium
Nitrate
Potassium
Sodium
Sulphate
Ammonium

For use in
ISO Class 6 or higher

SMOOTH GRIP

TEXTURED FINGERTIPS




UULTRA ULTRACLEAN
CLEAN 7AS Cleanroom Nitrile Gloves

Sesem 9"/12" Class 100
NON-STERILE
ULTRACLEAN WHITE NITRILE GLOVES

ULTRACLEAN Zas White Nitrile Cleanroom Gloves are non-sterile, ambidextrous,
9 and 12 inches long with tack/grip surface and feature a beaded cuff to aid in
donning and help prevent roll down.

Physical Properties For use in

AQL ISO Class 5 or higher
Non-Sterile

Ambidextrous

Tacky Grip

Textured Fingertips

Zinc, Sulphur + Accelerator Free
Static Dissipative in Use?
Latex-Free

Powder-Free

Silicone-Free

Tensile Strength® Min 14 MPa (Target)
Ultimate Elongation® 500%

Shelf Life 3 Years

9" EN 420/ ASTM D3767

(@]

TACKY GRIP
TEXTURED FINGERTIPS
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Minimum Single Wall Palm Tickness (mm/ mil)  0.081/ 3.1 mil
Minimum Single Wall Finger Tickness (mm/ mil) 0.12/ 4.7 mil
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06

12" EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.08/ 3.1
Minimum Single Wall Finger Tickness (mm/ mil) 0.14/ 5.5
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06/ 2.3 mil

Cleanliness Properties

Max Particle Count |[EST RP-CCO005.4
>0.5um / cm? <900

lonic Content |[EST RP-CC005.4
(Extractable ions) Max Level (mg/g)
Calcium 0.2

Chloride 0.2
Magnesium 0.02
Nitrate 0.8
Potassium 0.1
Sodium 0.14
Sulfate 0.05
Ammonium 0.02




UUI.TRA ULTRACLEAN
CLEAN 7AS Cleanroom Nitrile Glove

Quality

Floduers " 9"/12" Class 1000

NON-STERILE
ULTRACLEAN WHITE NITRILE GLOVES

ULTRACLEAN Zas White Nitrile Cleanroom Gloves are non-sterile, ambidextrous,
9 and 12 inches long with a high tack/grip surface and feature a beaded cuff to aid in
donning and help prevent roll down.

Physical Properties For use in

AQL ISO Class é or higher
Non-Sterile

Ambidextrous

Tacky Grip

Textured Fingertips

Zinc, Sulphur + Accelerator Free
Static Dissipative in Use?
Latex-Free

Powder-Free

Silicone-Free

Tensile Strength® Min 14 MPa (Target)
Ultimate Elongation® 500%

Shelf Life 3 Years

9" EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.081/ 3.1 mil
Minimum Single Wall Finger Tickness (mm/ mil) 0.12/ 4.7 mil
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06

12” EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.08/ 3.1
Minimum Single Wall Finger Tickness (mm/ mil) 0.14/ 5.5
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06/ 2.3 mil

(@]

TACKY GRIP
TEXTURED FINGERTIPS

SN UL UL UL UL UL N NG

Cleanliness Properties

Max Particle Count |[EST RP-CC005.4
>0.5um / cm? <2500

lonic Content IEST RP-CC005.4
(Extractable ions) Max Level (mg/g)

Calcium 0.2
Chloride 0.2
Magnesium 0.02
Nitrate 0.8
Potassium 0.1
Sodium 0.14
Sulfate 0.05
Ammonium 0.02




UULTRA ULTRACLEAN
CLEAN ECO Cleanroom Nitrile Gloves

Quality

Fraduers 9"/12" Class 100

NON-STERILE
ULTRACLEAN WHITE NITRILE GLOVES

ULTRACLEAN Eco White Nitrile Cleanroom Gloves are non-sterile, ambidextrous,
9 and 12 inches long with tack/grip surface and feature a beaded cuff to aid in
donning and help prevent roll down.

Physical Properties For use in

AQL ISO Class 5 or higher
Non-Sterile
Ambidextrous

Tacky Grip

Textured Fingertips
Static Dissipative in Use?
Latex-Free

Powder-Free
Silicone-Free

Tensile Strength?® Min 14 MPa (Target)
Ultimate Elongation® 500%

Shelf Life 3 Years

9” EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.081/ 3.1 mil
Minimum Single Wall Finger Tickness (mm/ mil) 0.12/ 4.7 mil
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06

12" EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.08/ 3.1
Minimum Single Wall Finger Tickness (mm/ mil) 0.14/ 5.5
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06/ 2.3 mil

o

TACKY GRIP
TEXTURED FINGERTIPS

LS

Cleanliness Properties

Max Particle Count [EST RP-CC005.4
>0.5um / cm? <900

lonic Content |[EST RP-CC005.4
(Extractable ions) Max Level (mg/g)

Calcium 0.2
Chloride 0.2
Magnesium 0.02
Nitrate 0.8
Potassium 0.1
Sodium 0.14
Sulfate 0.05
Ammonium 0.02




UULTRA ULTRACLEAN
CLEAN ECO Cleanroom Nitrile Gloves

Quality

Segnioem 9"/12" Class 1000

NON-STERILE
ULTRACLEAN WHITE NITRILE GLOVES

ULTRACLEAN Eco White Nitrile Cleanroom Gloves are non-sterile, ambidextrous,
9 and 12 inches long with tack/grip surface and feature a beaded cuff to aid in
donning and help prevent roll down.

Physical Properties For use in

AQL ISO Class é or higher
Non-Sterile
Ambidextrous

Tacky Grip

Textured Fingertips
Static Dissipative in Use?
Latex-Free

Powder-Free
Silicone-Free

Tensile Strength® Min 14 MPa (Target)
Ultimate Elongation® 500%

Shelf Life 3 Years

(€]

TACKY GRIP
TEXTURED FINGERTIPS

Lo AR NG

9" EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.081/ 3.1 mil
Minimum Single Wall Finger Tickness (mm/ mil) 0.12/ 4.7 mil
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06

12" EN 420/ ASTM D3767

Minimum Single Wall Palm Tickness (mm/ mil)  0.08/ 3.1
Minimum Single Wall Finger Tickness (mm/ mil) 0.14/ 5.5
Minimum Single Wall Cuff Tickness (mm/ mil)  0.06/ 2.3 mil

Cleanliness Properties

Max Particle Count |[EST RP-CC005.4
>0.5um / cm? <2500

lonic Content IEST RP-CC005.4
(Extractable ions) Max Level (mg/Q)

Calcium 0.2
Chloride 0.2
Magnesium 0.02
Nitrate 0.8
Potassium 0.1
Sodium 0.14
Sulfate 0.05
Ammonium 0.02




ULTRA

CLEAN
LIQUID PARTICLE TEST (LPC) Sleantoom

ULTRACLEAN ZATS CLASS 100 Products

ALS Tasting Servicas (Thatland) Co. Lud. ALS Testing Sardces nl-n

34713 Moa 15, Klang Sang Sub-district, 34/13 Moo 15, umnsmo

Klong Luang Dissnict, Fathasmthani 12120 Klong Luang Distric mlmmm 12120
Tel 02 700 9663 Fax: 02 700 9660 mﬂ:mmimozm

email: Pathurmthani®alsglobal com email. PathemthaniFalsglobal com
waeh AlISING CO.IH

Fagel of Page? af

TEST REPORT
REPOHT MUMBER: ATTIELRITE /5650
i DATE REPORTED I December 2022
REPDRT NUMBER: ATT/ELP/32/5850 L COMPANY: Great Utcgian Sdn. Bh.
DATE REPORTED: 2 December 2022 Results:
DATE SAMFLE RECEIVED: 25 Hovember 2022 " £
DATE ANALYZED: 1 December 2022 The Specification is based on Seagate’s Doc 35366-001 Rev.) for Mitrie Glave Class 100
DATE TEST COMPLETED: 2 December2022

ES:L?«:E” e Great Utopian Sdn. Bhd Tatal number af particles =
Ho, 3418, Jalan Pnnuunlnnmn 2741, Kawasan Perindusinian 0.5pm
Indanpura, 81004, Kulai, 151 Run
2nd Run
Srd Fun
Average + 500

OH BEHALFOF: UltraClean Gleves Sdn Bhd
Mo, 3418, Jalan Feheliling Tanjung 2771, Kawasan Perindustrian
Incahpura, 81000, Kulas,

Remark:
- . . 1. The result related anly to the tested sample{s|as indicated in this repart.
SAMFLE DESCRIFTION: rece :
One lot of sample was received with references: 7.The test raport shall not be reproguced except in full, without written apprawal of ALS Testing
Description: ULTRACLEAN CR 103 GLOVES I e ot
LOT NO :UCZI11007 evices [Thailand| Ca.. Ltd

ALS Testing services (Thatland) La., L.

Wioramae
i (Warunee Pusatjapeag)
: M.5, B.5c, Lataratory Manager
Appraval signatura

-END OF REFORT -

IONIC CONTENT TEST According to Seagate Testing
ULTRACLEAN ZATS CLASS 100

ANALYTICAL LABORATORIES {B]NGAPORE) PFIELID
Hevrommantal nd Msterials T
P ik Dl P, g A1 B8 T s P 474210
LY KPR NI T I S LR 481

REPORT
Tetdl Bages -1
Trats Raceivad : 19012023
Date Reported: 2601 2023

pglen?

=0 =0.003
(3] LT
01 Pt Dtectan [ < 0005 )
Mol Detmcted (<0.01) Mot Deetmctmal (€ 0.005 )
(1]

0026

[N Wo Deiocko | < 1005 )
=0 <0005
oz 0.os7

Do D00

0 0e0s
=00 0003
oD 0230
noms

YANG GUT ZHEN

MANAGER
ANALVTICAL LABORATORIES (3) FTE LTD

SPaTAS Tarne e o o S0




FOURIER TRANSFORM INFRARED Ul-g}_éAN

SPECTROSCOPY (FTIR) T
ULTRACLEAN ZATS CLASS 100 Products

ALS Testing Services (Thailand) Co. Ltd. ALS Tasting Servicas (Thailand) Co. Led.
WBHH'IS Klang Sang Sub-district, 34713 Moa 15, Klang Sang Sub-district,
Klong Luang Dissrict, Fathamthani 12120 Klong Luzng Dissnict. Fathammthani 12120
mozmmrmozmm Tel 02 700 9663 Fax: 02 700 9660
email: Pathurmthani®alsglobal com emal: Pathurmthani@alsglobal com
wwen absalibal com

weh abTASNGC0.00 ik abtgslingca

TEST REPORT ATIELPY a2/ 3650-GBz
3 6 December sz
Girent Etaplan Sdi. B,
ATTAELF s afiso-GR

[UTE 3 &
25 Novemberaoaa

YZED: 20 Novemberzozz

SLATE TESICOMPLETEL: 2 December 2oz

CTSTUMER'S REFNOL:
COMPANT: Grewt Uitapiar: Sdw. Bhd eratrineaninne
No. zqe8, dalan Pekelibng Tanjung 27/, Kawasan Perindustrian i C
Sufihpnen, Secon, K, Thetnfeimermtan: (C38)
Cand
Tedracmnhune ()
> g0 (pleasespeci)

AN BEHALFOF L evert Veven Cioces Scdn Bhid
o 3408, ok Pekeliling Tanjung 27/¢, Kewssan Perindastrian
Tudahpura, S:c00, Kidai,

e bt of sumple was received with referenees
on: ULTRACLEAN CR1vo GLOVES

LUTRG  Dizziiom alkane { =/~ oo e Ca5)

n-albaie (=7 C2E]
n-ufkane {=/=C20]
HHC d

o
Do Robg§ ?\}m[ofﬁnw Compounds =7~ Cra]

Approximate 6o a-Hexane
m.

Nute:
1. Mirem BRI Detection Limetis o.oou cm2

Remark:

1. The vesult relared only to the tested somplefs) as indicatedin this report.

. e tewt veport shall mot be ceproduced vroept i foll, withont weitter: approval of ALS Testiag
Services (Thauand) Co., Lad.

s,

!fcm:sﬂnnr}tﬁ'l) ALSTesting Servees (Theviand] Co.. Lid.
Tricosane (U2
Tetracosne 23] 3 Wiomuinsg

ol (W Fusiicpony |
Octacosane (28] ot Detected 4.5, B Laboretory svanager
mmmmmir ] } Wt Detected
Wt Detocted
e r: A Mot Detected
| Wt Detected

NON VOLATILE RESIDUE TEST (NVR)
ULTRACLEAN ZATS CLASS 100

ALS Tasting Senvicas (Thasland) Sarvicas {Thailand) Co.
55703 oo 13, Kiona Song Sub e

SR,

Tel- 02 700 9665 Fax: 02 700 9660

armall: Fathurathanibulsghobsal com emmail: Pathemthani #alsglobal.com

v slyalobal com

e Al05TING.C0.10 WAL 0, th

Paget of3 '

TEST REFORT REPORT HUMBER: ATT/ELPI22/5650-F
DATE REPORTED: 7 December, 2012
REPORT HUMBER: ATT/ELR 220 5650-F COMPANY: Great Utopian Sen. Bhd.

DATE REPORTED: 7 December, 1022
DATE SAMPLE RECEIVED: 15 Newember 1012
DATE ANALYZED: & Dacember, 2037
DATE TEST COMPLETED: 7 December, 2022

CUSTOMER'S REFNOL:

COMPANY: ‘Great Utopian Sdn. Bha.
No. 3418, Jalan Fekeliling Tanjung 27/1. Kawasan Perncustrian Silicone X Nat dotected
Indahpura, B1000, Kular, H!dwcalhﬂn 3.28

Phthalata [ Hot datactad

0N BEHALF OF: UlkraClean Glaves 5dn Bhd Amides Mot Detected | Hot detected
Ho. 3414, Jalan Pohgliling Tanjung 2311, Kawazan Parindustrian Histe: The above analysts was carvied aut using FTIR spectrometer squipped with a MCT detector @ a
Indahpura, 1000, Kulat, ¥ATE accessory. The instrument. detection limit for Silicone Gil & Hydrocarsen is §.002 wgfpart

SAMPLE BESERIETION: Tne lat of sample was raceivad with refarences: Remark:
Descrigtion: ULTRACLEAN CR100 GLOVES 1. Th to the tested this
LOT NO :UC2211001 2 Tha tast rapart shall not ba repraduced excapt in ful, withut wmwn:ppmnlal ALS Testing
Serviees [Thailand) Ca, Ltd,

METHOD/PRCCEDURE:

Z0B00032-001 Rev. £, 20800074~ 4. 7641 g/ IFAIHaxans - ALS Testing Services {Thatland) Co.. Ltd.
HVR/FTIR 001 Rav. H, Hav. i 74 Heurs
W, 35144-001 Rev, AB uze 1,477 24emi [HPLC Grade)

Wit

{Warunee Pusatjapong)
M.Sc, B5c, Labaratery Managsr
Approval Signature




ULTRA

CLEAN
SEM/DEX TESTING o
ULTRACLEAN ZATS CLASS 100 roduets

$4715 Mo 15, i S S i
Kiong Luang mnu':mmm 12120
Tel: 02 700 9665 Fax: 02 700 9660
email: MMMildwlan.(nu ‘emad Fathumthani@alsglobal.com
mawe alsalobal com ‘mww alsclobal com
o ABSISENING.C0 Th W AISTREDND. L0 Th

Paga 1 ot

REPCRT HUMBER: ATT/ELP/Z2/56346-H
TEST REPORT DATE REPORTED: 9 December 1077

REPORT HUMBER: ATT/ELPI12/5650-H COMPANY: Great Utopian Sdn. Bhd.
DATEREPORTED: 09 December 2022 RESULT:

CaTE SAMPLE RECEIVED: 25 Movember 1072 Table 1: Results of filler analysis on sample.

CATE AMALYZED: 09 December 2077

DATE TEST COMPLETED: @9 Decemner 2022

CUSTOMER'S REF NO.:
COMPANT: Great Utopian Sdn. Bhd,
%a. 3418, Jalan Pekeliling Tanjung 2771, Kawazan Perindustran
Indahpura, 81000, Kulal,

OM BEHALF OF: UltraCican Glaves Sdn Bhe.
%a. 3418, Jalan Pekeliling Tanjung 27/1, Kawazan Perindustrian
Indanpura, 81000, Kulai,

SAMPLE DESCRIPTION: One lot of sample was received withreference;
Description: ULTRACLEAN CR100 GLOVES
LOT 8O :UC2211001

ms: Carban jg, . Stlicen (51}, Celetum (Ca), iren (Fe) and Magnesiam [Mg).

METHOD! PROCEDURE CONCLUSION:
Filler test method follow Seagate’s Doc DADOOZ31020 Rev. F. The samples were cut size 1x1 inch 3
then were carbon coated prior ko SEM/EDX analysis. The parameters followed below:

Accalerating Valtage: 15 kY

Magnification: 110X -750X%

Werking Distance: 10mm

Detector: Angle-selactive Backscattarad Elactron (AsH]

Filler Analysis oy

SEMIEOY Talo|Mgsidh

Remark:

1. The result related ta cnly the tested sample(s) as indicated in this repert

2.Tha tast repart shall nat e repraduced axcept in full, without writtan appraval of ALS Tasting
Serviees (Thailand) Ce., Ltd,

ALS Testing Services (Thailand) Co., Ltd.

Womame
tWarun“ Puul:- pongh
M.Sc, B.5¢, Laboratory Manager
Appraval Signature

GHOST TEST
ULTRACLEAN ZATS CLASS 100

i!:"lill;"li ﬂﬂ: Sang mmw‘:: “‘-:TINSI Klong 5&!::&
34/13 Moo 15, San: -
long Luang D uhﬂ-ﬂml‘}lm mmmm:ml:—izlm
TH ozmmm 02 700 3660 Tel, 02 P00 9665 Fax 02 700 0660
urthani #alsgiohal com email: Pathumthani Satsglobal com

Pagel of2

TEST REFORT HEFOHT HUMBER: ATT/ELBIZE/ S50 M
R— DATE REFORTED: & December 7027

REPORT HUMBER: ATTIELP/22/5650-M COMPANY: Great Ulopian Sdn. Bhd,
DATE REFORTED: & December 2022 fiefecance image
DATE SAMPLE RECEIVED: 25 Hovember 2022 Inspection area: at Q1

DATE ANALYZED: 1 December2022
DATE TEST COMPLETED: 2 December2022 SEM image &1200x SEM image at500x SEM image atZ000x

CUSTOMER'S REF NO.:

COMPANY: Great Utoman Scn. Sho.
Na. 3418, Jalan Pekeliling Tanjung 3771, Kawasan Perindustrian
Indshpura, 1000, Kulei,

0N BEHALFOF: UitraClean Gloves Sdn Shd
Na. 3418, Jalan Pekeliling Tanjing 2771, Kawasan Perindustrian
Indshpura, 1000, Kulei,

Inspection area: at Q7
SAMPLE DESCRIPTION: One Lot of sample was recerved with references:
Descriptian: ULTRACLEAN CRIDO GLOVES SEM image 21200 SEM tmage at 300x SEM image at 2000x EDX Spectrum
LOT KO -UC2211001

METHOD/ PROCEDURE
. Tempersture 906 + ZaC \
Ghest Teston v | pagopansazs Revs | Cut 117, 7 places for & hours. kaam ==y
o far 12 nours

RESULTS:
The Specification is based ocn Seagate’s Doc 15344-001 Rev. AB for Gloves Remark:
1. The result related only to the tested sample|s)as indicated in this report.
Mo Gnpst Symptom Detectabic 7.Tha 1est Feport shall net be repracuced except in il witheut written appreval of ALS Tasting
o at 200x, 300x and 2000x Services |Thailand) Co., Ltd.

He Ghest Symptam Detectable
02 at 200x, S00x and 2000x ALS Testing Services (Thailand) Co . Ltd.

Worawme,
-(Wanmee Fusal'flnm;;i

M.5¢, B.5¢, Labaratory Manages
Approval Signature

- END OF REPORT -




ULTRA
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Quality
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ESD TEST REPORT
ULTRACLEAN ZATS CLASS 100

‘Great Utopian Sdn Bhd Report Na. + E0-2212-02 (B)
No 3418, Jalan Pekeliling Tanjung 27/1, Recelve Date 112-Dec-22
Kawasan Perindustrian Indahpura, Conditioning Date  13-Dac-22 Test Equi L Serial No Mext Due Date
#1000 Karlal, Johior, Tast Dats \16-D80-22 Surface Meter Acestar AS2000 SR365218 24-Nov-23
Digital Thermohygrometer UNI-T UT335+ C221405710 24-Now-23
(in chamber)

Name + CR 100 12inch nitril= glave
- Temfee

Model i [Datashest as attached)

| Temp: 25.8degC | 50.0%

Tasting with CAFE [ohm]

TastPoint1 | TestPoint2 | TestPoint3 | TestPointd | TestPoimt5
1206408 1.78E+08 1.09E408 1.08E+08 1.56E+08
1.80E+08 1.56E+08 1556408 1.78E+08 1.76E+08
1.19€+08 2.14E+08 2.076+08 1.34E+08 148E+-08
1.87E+08 1.35E+08 1.11E408 2.11E+08 2.14E+08
1.97E+08 1.43E+08 1.576+08 1.89E+08 1.92E+08
1.88E+08 2.07E+08 2.03E+08 2.02E+08 167E+08

Temp: 25.0degC | 12,1%

Resistance Measurement Testing with CAFE [ohm]

TestPoint1 | TestPeint2 | TestPoint3 | TestPointd | TestPoint5
2.42E+08 2.57E+08 2 14E+08 4.34E+08 2.07E+08
2.58+08 2.50E+08 2.96E+08 2.48E+08 2.00E+08
2 14E+08 2 67E+08 2 1BE+0R 2.34E+08 2.47E+08
2.56E+08 2.35E+08 2.34E+08 2.23E+08 2.88E+08
2.51E+08 2.32E+08 2.31E+08 2.73E+08 2.76E-08
2.63E+08 2.12E+08 2.22E+08 2.67E+08 2.89E+08

1.0BE+08
2.14E+08
L.GEE+08 Mean

Specs Limit 1.00E+10 Specs Limit

| hereby certify that the ESD Control ltem under test
PASS the requirement as per ESD $20.20-2021.

Justin Ong
iNarte Certified Engineer
ESD-00637-NE
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Ultraclean Gloves Sdn Bhd
No 17, Jalan I-Park 1/2, Kawasan Perindustrian I-Park,
Bandar Indahpura, 81000 Kulai, Johor, Malaysia.




